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This special provision was developed by the Bureau of Design and
Environment.  It should be inserted into all contracts requiring the removal of
bearing pads that contain asbestos.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the November 7, 2003 and subsequent lettings.  The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will be available on the transfer directory July 25, 2003.
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ASBESTOS BEARING PAD REMOVAL (BDE)

Effective:  November 1, 2003

Description.  This work shall consist of the removal and disposal of existing asbestos bearing
pads.

The Contractor is advised that the existing bearing pads contain asbestos.  All necessary
precautions shall be taken in removing, handling, transporting and disposing of the bearing
pads.  Work shall be in conformance with all governing laws, codes, ordinances or other
regulations except that, by agreement with IEPA, it shall not be necessary to notify IEPA or to
have a person trained in the asbestos requirements on-site for removal and disposal of
asbestos bearing pads.

Documentation.  The Engineer will keep records of the removal, handling, transportation and
disposal site.

CONSTRUCTION REQUIREMENTS

General.  Prior to removal, the asbestos bearing pads shall be thoroughly wetted.

During handling and transportation, the pads shall be covered with an approved wetting material
or contained in such a way as to prevent dust or debris from entering the atmosphere.

The asbestos bearing pads shall be hauled to an approved landfill disposal site.

Basis of Payment.  This work will be paid for at the contract unit price per each for ASBESTOS
BEARING PAD REMOVAL.
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